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-------------------------------------------------------------
Initializing CORVUS volume ••. 

[ 0] 
[ 40] 
[ 80] 
[ 120] 
[ 160] 

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
196 system table blocks initialized. 

The screen then displays a lengthy message indicating that a 
boot file and a user were added, the volumes A3SYS, A3BACK, 
and A3UTIL were intialized, and several files were copied. 

After this message is complete, the screen displays: 

Insert volume: A3SMGR 
in device: .01 

then press the ALPHA LOCK key twice 

13. Insert the A3SMGR diskette. 
in the diskette drive. 

Remove the A3C2.1 diskette from the internal floppy 
drive, and the A3C2.2 diskette from the external 
floppy drive. 

Insert the A3SMGR diskette in the internal floppy drive. 

Press the Alpha Lock key twice. 

The screen displays: 
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UPDATE [x.xx] Corvus Utility Update Program 
(c) Copyright 1983, 1984 Corvus Systems, Inc. 
------------------------------------------~----

Please insert the A3C2.1 diskette in the internal drive 
Press <space> after inserting the diskette. 

14. Transfer the files 
to the mass storage system. 

19 

Generating the system requires transferring files from 
four diskettes: A3C2.1, A3C2.2, A3C2.3 and A3C2.4. The 
program prompts for each diskette by name. Insert each 
diskette in the internal floppy drive and press (SPACE] 
after inserting each diskette. When the program is 
finished with the last diskette, the screen displays: 

Space recovered. 

Update completed. 
Reboot required. 

-------------------------------------------------------------
15. Reset the 

drive. 

Reset the drive by turning the drive off and then back on. 
When only the Ready light is on, go to the next step. 

16. Reboot 
the computer. 

Remove the last diskette and boot the computer with 
the Apple III utilities diskette. 
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The network disk system now has Apple III Constellation II 
software. 

Now qo to Chapter 4, "Makinq a Boot Diskette.n· 
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ADDING TO AN 
EXISTING DRIVE 3 

This chapter explains how to modify a mass storage system to 
include the Constellation II utilities for the Apple III. 
The mass storage system should already work with at least one 
computer type using Constellation II software. 

This chapter is split into three tasks: (1) find space on the 
mass storage system for the Apple III Constellation II system 
volumes; (2) check the existing user and volume names and 
make sure that they do not match the user arid volume names 
that will ·be created during system generation; and (3) add 
Apple III Constellation II. 

This chapter assumes the mass storage system is initialized 
and works with a computer that uses Constellation II 
software. 

Complete the Apple III Network Station Installation Guide 
·before following the steps in this chapter. 

FINDING A FREE AREA 

To add the Constellation II system volumes for the Apple III 
you must find a free area of 1800 blocks on the drive. 
Log on as the system manager and enter the volume manager. 
From the volume manager main menu, 

Press L 

The volumes and their addresses are listed. If the 
largest free space on the drive is 1800 blocks or 
greater, note the address of this unused area. 

If the largest area on the drive is less than 1800 blocks, 
create an area of a least 1800 blocks by moving or deleting 
existing volumes. For instructions, see the system 
manager's guide for the existing system. 
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Once an area of 1800 blocks is freed, note the free area's 
address. This address will be used in step 11 of this 
chapter's subsection "Adding Apple III Constellation II." 

Return to the volume manager main menu and continue to the 
next section. 

CHECK:ING NAMES 

The program that modifies an existing drive for the Apple III 
creates two users, A3MGR, and A3BACKUP, and three volumes, 
A3UTIL, A3BACK and A3SYS. Make sure that all of the existing 
user names and volume names are different from the names 
created during system generation. 

To check the volume names, press L from the volume manager 
main menu to list the volumes. If any of the existing volume 
names are A3UTIL, A3BACK, or A3SYS press [ESC]. Then select 
the change volume attributes option of the volume manager to 
change the name of the existing volume. 

To check the user names, press L from the user manager main 
menu to list the users. If any of the existing user names 
are A3MGR or A3BACKUP create a new user account with a 
different name but identical attributes and remove the 
duplicate user. 

After the user and volume nameshave been checked, return 
to the Constellation II main menu. 

ADD:ING APPLE :I:I:I CONSTELLATION :I:I 

After updating the firmware, finding a free area, and 
checking the names, run the system generation program to 
add the Apple III Constellation +~ uti~ities to ~he 
existing mass storage system. · - · 

1. :Insert the A3SMGR diskette 
in the diskette drive. 

Insert the A3SMGR diskette in the internal floppy 
drive. 
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2. Boot the 
computer. 

Hold down [CTRL] and 
press [RESET] 

Then screen displays: 

Error reading constellaton boot file. 
Press any key to continue 

Do not be alarmed by the error message. At this point the screen should display this message. 

Press any key. 

The screen displays the Pascal command line. 

3. Insert the A3C2.1 diskette 
in the diskette drive. 

23 

Remove the A3SMGR diskette from the internal floppy drive. Insert the A3C2.1 diskette in the internal floppy drive. 

4. Insert the A3C2.2 diskette. 
in the diskette drive. 

Insert the A3C2.2 diskette in the external floppy drive. 

s. Run the system 
qeneration program. 

From the Pascal command line, 

Press X 

The screen displays: 
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---------------------------------------------------------
Execute what file? ______________________________________________ ..; ____ , _____ _ 

Type .02/SYSGEN 

Press [RETURN] 

The screen displays: 

----------------~----------------------------------------

Enter SYSGEN Password: 

--------------------------------------------------------·---
6. Enter the 

password. 

Type HAI 

Press [RETURN] 

The password does not appear on the- screen._ The 
screen displays the main menu of the system 
generation program: 
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--------------------------------------------------------
System Generation [x.xx] 
Main Menu 
(c) Copyright 1982, 1983, 1984 Corvus Systems, Inc. 
-------------------------~--------------------I - Initialize a New Drive 

M - Modify an Existing Drive 
D - Display Drives On Line 

H - Help 
E - Exit 

Please select an option: 

7. Select the option to 
modify an existing drive. 

Press M 

The screen displays: 

System Generation [x.xx] 
Modify an Existing Drive 

M - Mix Apple III with Other Computers 
using Constellation II 

A - Add Apple III Constellation II 
converting Constellation I 

E - Exit 

Please select an option: 
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8. Select mix Apple III 
with other computers. 

Press M 

The screen displays: 

--------------------------------------------------------
Please select drive to be modified. 

9. Select the 
server number. 

Server number: [0] 

Enter the Omninet address of the mass storage system 
to be modified. After entering the Omninet address, 

Press [RETURN] 

The screen displays: 

10. Select 
the drive. 

Drive number: [1] 

Press the correct number. 

Press [RETURN] 

The screen display is similar to: 
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------------------~-----------------------~--------------
Selected drive is slot·4, server 2, drive 1. 

Please enter starting disk 
address of system volumes: 

---------------------------------------------------------
11. Enter the 

starting disk address. 

Type the address noted in the subsection "Finding 
a Free Area" and press [RETURN]. 

The screen display is similar to: 

Blocks 6353 through 8153 will be overwritten. 

OK to modify the drive? [Y/N]: 

12. Choose to 
modify the drive. 

Press Y 

Press [RETURN] 

The screen displays a lengthy message indicating 
that a boot file and a user were added, the volumes 
A3SYS, A3BACK, and A3UTIL were intialized, and 
several files were copied. 

After this message is complete, the screen displays: 
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---------------------------------------------------------
Insert volume: A3SMGR 

in device: .Dl 
then press the ALPHA LOCK key twice 

---------------------------------------------------------
13. Insert the A3SMGR diskette 

in the diskette drive. 

Remove the A3C2.1 diskette from the internal floppy 
drive, and the A3C2.2 diskette from the external 
floppy drive. 

Insert the A3SMGR diskette in the internal floppy 
drive. 

Press the Alpha Lock key twice. 

The screen then displays: 

------------------------------------------------------~ 

UPDATE [x.xx] Corvus Utility Update Program 
(c) Copyright 1983, 1984 Corvus Systems, Inc. 

Please insert the A3C2.1 diskette in the internal drive 
Press <space> after inserting the diskette. 

-------------------------------------------------------
14. Transfer the files 

to the mass storage system. 

Generating the system requires transferring files 
from four diskettes: A3C2.1, A3C2.2, A3C2.3 and 
A3C2.4. The program prompts for each diskette by 
name. Insert each diskette in the internal floppy 
drive. Press [SPACE] after inserting each diskette. 
When the program is finished with the last diskette, 
the screen displays: 
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Space recovered. 

Update completed. 
Please Reboot. 

15. Reset the 
drive. 
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Reset your drive by turning it off and then back on again. When only the ready light is on, go to the next step. 

16. Reboot 
the computer. 

Remove the last diskette and reboot the computer with the Apple III utilities diskette. 

The network disk system now has Apple III 
Constellation II software. 

Now go to Chapter 4, "Making a Boot Diskette." 
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MAKING A 
BOOT DISKETTE 4 

It is easy to make a boot diskette for a user who will use 
his Apple III primarily to run the Corvus utilities. First, 
label a blank diskette, "Corvus boot diskette." Then use the 
Apple sos copy volume command from the Device Handling 
Commands Main Menu to copy the A3SMGR diskette to the corvus 
boot diskette. After all the files are copied to the Corvus 
boot diskette, the diskette is ready to be used to boot the 
Apple III. Make copies of the boot diskette for each network 
user. If you need instructions on how to copy a volume with 
Apple sos, turn to your Apple III owner's Guide provided by 
Apple. 

If you already have a boot diskette for the Apple III and you 
want to keep your old SOS.DRIVER file because it contains 
special drivers then you must complete three tasks: (1) make 
a copy of the A3SMGR diskette and label this diskette "Corvus 
Boot Diskette"; (2) use the system configuration program to 
add the Corvus drivers, A3DRV.BOOT.CODE and A3DRV.SOS.CODE, 
to your existing SOS.DRIVER file (The Corvus drivers are on the A3C2. 2 diskette •. ); (3) Replace the existing SOS.DRIVER 
file on the Corvus boot diskette with your SOS.DRIVER file. 
After completing these steps the boot diskette is finished. 
Make copies of the boot diskette for each network user. 
If you need instructions on how to use the system 
configuration program see the Apple III Standard Device 
Drivers Manual. 

Where to go from here: 

o If you followed the steps in Chapter 2, and are 
building a new network, go to the section, "Setting Up 
a Network" in the OmniDrive setup Instructions, then 
go to the the Apple III System Manager Guide. 

o If you followed the steps in Chapter 2, and are adding 
the OmniDrive to an existing network, go to the 
subsection "Connecting the Drive to the Network" in the 
omniDrive Setup Instructions. Then go to the 
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Multiple Server Update Guide. When finished with 
the Multiple Server Update Guide, go to the Apple 
III System Manager's Guide. 

o If you followed the steps in Chapter 3, go to the 
Apple III System Manager's Guide to create volumes 
and users, and grant access. 
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Disk server name: 

Disk server password: 

Drive name: 

Drive password: 

Apple III 
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NAMES AND 
PASSWORDS A 
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